
Daily Maintenance & Repair Tips

Daily cleaning: Maintain SENTRY using CLN-100 at 1-2 oz. per gallon of water.

Pads recommended for daily cleaning:  Use nonabrasive type pads.  The softer and non-abrasive the pad, the 
longer finish will last.  Abrasive pads contribute to the degradation of the film layer of SENTRY.  Use more aggressive 
pads only in deep scrub and/or repairs.

Repairing minor scratches:  Start with a 3000 grit diamond pad.  With a high speed burnisher, move back and forth 
across the area around the blemished area.  If the 3000 pad is not coarse enough to remove deeper scratches, switch 
to a 1500 diamond pad. Dust mop the area with a clean micro fiber flat mop, twice in opposite directions.

Repairing deep scratches without stripping finish:  Occasionally, there will be a need to repair areas where deep 
scratches have occurred.  If the scratch and/or gouge is deep into the floor, extra steps are expected to ‘blend’ the 
damaged area into the existing finished area.  Equip a 200 grit diamond pad on a high speed burnisher.  Quickly move 
the burnisher back and forth until the gouge is blended into the existing floor area.  The 200 grit pad will be aggres-
sive enough to cut through the finish while at the same time keeping the edges around the area feathered out, aiding 
in an easier transition of finish reapplication.

When the gouge is blended, follow up with conditioning the area with a 400 or 800 grit pad on the burnisher.  This 
step will decrease the porosity of the surface in the repaired area, allowing for the new finish to blend more closely to 
the adjacent finished area.  Next, visually section off an area around the repaired area for finish re-application.  Follow 
the standard preparation and application procedures the SENTRY  After the finish is applied and dry, use a 1500 or 
3000 diamond pad on burnisher to blend the old and newly finished areas.

Chemical blemishes:  Occasionally, chemicals can blemish an area of the floor, this is most common with foam 
based hand sanitizer.  After the chemical has been gently wiped away, allow the finish to recover and set.  Then, with 
the CLN-100, mixed at 4 oz. per gallon, gently wipe any greasy film residue.  Allow the floor to dry.  After the area has 
dried, with a burnisher and a 3000 grit diamond pad, re-condition the area.

Refinishing without complete removal: Deep scrub with CLN-100 (2 oz. per gallon water) using a 800 grit diamond 
pad on low speed swing machine.  Rinse with clean water, use autoscrubber for best results.  Dust mop the area with 
a clean micro fiber flat mop, twice in opposite directions.

Complete removal and reapplication:  Use PreCept Amine Free Floor Finish Remover (CF-0921) at 4-parts water to 
one-part stripper.  Follow standard procedures for removing floor finish removal. Reapply SENTRY.
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